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Product Specification: HB240W/HB240W-2

Heat radiation test report

Input Voltage: AC230V
Ta: 30C
Test time: After 4 hours’ work
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FLIR E4

hb240W2-p1.jpg 63969017
Measurements
T(TC)
EN Max 57.9
Min 274
Average 47.7
Sp1 51.6
Sp2 51.6
Sp3 51.2
Sp4 49.0
Sp5 51.4
Sp6 50.1
Sp7 55.9
Sp8 56.2
Sp9 55.3
Sp10 485
Sp11 47.3

Sp12 471
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Test Instrument
FLIR E4
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Product Specification: HB240W/HB240W-2

Heat radiation test report CUS
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Measurements
T(C) mark
EN Max 75.2
Min 50.6
Average 67.2
Sp1 68.4 PCB
Sp2 69.4 Light source
Sp3 68.0 PCB
Sp4 68.3 Light source
Sp5 72.0 Light source
Sp6 70.8 Light source
Sp7 64.6 PCB
Sp8 64.0 PCB
Sp9 72.7 Light source
Sp10 71.9 Light source
Sp11 67.5 Light source
Sp12 69.4 Light source
Sp13 67.5 Light source
Parameters:
Emissivity 0.95
Refl. temp. 20°C
Distance 1m
Atmospheric temp. 30°C
Ext. optics temp. 30°C
Ext. optics trans. 1

Relative humidity 50 %
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Model Carton Size Qty. N.W. G.W.
HB240W 327x327x282mm 1PCS/CTN 4.7Kg 6.8Kg
Model Carton Size Qty. N.W. G.W.
Reflector 405x405x360mm 20PCS/CTN 5.5Kg 7Kg
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Model Carton Size Qty. N.W. G.W.
HB240W-2 416x416x402mm 1PCS/CTN 5.5Kg 9Kg
Note

Input voltage AC90-305V, Please power off when installation to prevent electric
shock.

Product IP44 (IP65)waterproof level, don’t used in high temperature place.

When the temperature is too high, Over-temperature control circuitry activates, Output
will be cut off, and the lamp will light off for a few minutes, After lowering temperature
will be back to normal.

Warranty

Our company's products are used in constant current power supply, the whole lamp warranty for five
year, one month replacement

Remark:The warranty on the base of right storing way, right installing way, right using way, right
maintaining way.Any broken out of our rule, out of our warranty.During the warranty time, we can
choose repairing, replacing parts or replacing the whole products according the detail information. And
we'll charge the customers some material fee and labor cost if the product out of our warranty time.




